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Internal structure

Specification Standard stroke

Standard stroke MaximumMax. stroke

Code of order

25 –  Ø25mm

30 –  Ø30mm

40 –  Ø40mm

50 50 mm

25 25 mm

75 75 mm

100 100mm

150 150mm

200 200mm

250 250mm

300 300mm

DBT 25 150

DBT:
Block cylinder

L CI

DBS 30*100 C EH

Mounting type

Model Bore size Stroke

Unit: mm

Bore size




Ø2525A
Ø30
Ø40

30A
40A

25A




 9D





9D 2




1 : 1

2 : 2

DBT series Dual Rod Square Mounted Air Cylinder 
Product features

Item Bore size Ø25 ~ Ø40

Action Double acting

Fluid Air

Pressure range

Mounting type

Kgf/cm² (kPa)

Kgf/cm² (kPa)

Side mounting, Front mounting 

Ambient and fluid temperature

Piston speed

9.5 ( 950 )

0 ~ 60

1 ~ 8.5 (100 ~ 850)

PT 1/8

Max. operating pressure

Lubrication

Bore size

Rubber washerCushion

Sensing device

℃

mm/s



50 ~ 700

Lubrication free type

With magnet
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DBT series Dual Rod Square Mounted Air Cylinder 
Dimensions




